
CESWT-SO                                                                                                                   4 April 2001 
 
MEMORANDUM FOR SEE DISTRIBUTION 
 
SUBJECT:  Tulsa District Powered Industrial Truck (Forklift) Safety Training Program 
 
  
1.  General.  The forklift safety program is designed to provide for safe operation of powered 
industrial trucks (lift trucks, forklifts) and to outline a system for selecting, training, testing, and 
qualifying operators of forklifts. 
 
2.  Purpose.  This memorandum establishes policies and procedures for the revised forklift operator 
training standard. 
 
3.  Applicability.  This memorandum applies to all employees of the Tulsa District who operate a 
forklift. 
 
4.  References: 
 
 (a) 29 CFR 1910.178 – Powered Industrial Trucks 
 
 (b) ASME/ANSI B56.1-1993 – Safety standards for low lift and high lift trucks 
 
 (c) 29 CFR 1917.27 – Marine Terminals 
 
 (d) 29 CFR 1926.27 – Powered industrial trucks used in construction 
 
 (e) EM 385-1-1, Corps of Engineers Safety and Health Requirements Manual 
 
5.  Operator selection.  The supervisor must ensure that the employee is competent to operate a 
forklift as demonstrated by successful completion of a forklift training program and a practical 
operating examination. 
 
6.  Training.  Training must consist of a mix of: 
 
 (a) Formal instruction – lecture, discussion, video, or written material. 
 
 (b) Practical training – demonstrations performed by the trainer and practical exercises 
performed by the trainee operating the forklift he or she will operate.  An operator who has been 
trained on a particular type of powered industrial truck (e.g., a sit-down counterbalanced rider truck) 
may, without additional training, operate other makes and models of that same type of truck. 
 
 (c) Operators must be trained on 
 

1. General forklift operations;  
 

2. Operating instructions, warnings, and precautions for a specific truck type; 
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3. Differences in operating the forklift and operating an automobile;  
4. Forklift controls and instrumentation, where they are located, what they do, and                                                     
how they work;  
 
5. Engine or motor operation; steering and maneuvering;  
 
6. Visibility, including restriction due to loads;  
 
7. Fork and attachment adaptations, operation, and use limitations;  
 
8. Vehicle capacity and stability; any vehicle inspection and maintenance that the 
operator will be required to perform;  
 
9. Refueling and/or charging and recharging of batteries; operating limitations; and 

any other operating instructions, warnings, or precautions in the manual for the specific 
forklift operated. 

 
 (d) Operators must be trained on  
 

1. Workplace topics; surface conditions where the truck will be operated;  
 
2. Composition of loads carried and load stability;  
 
3. Load manipulation, stacking, and unstacking;  
 
4. Pedestrian traffic in areas where the truck will be operated;  
 
5. Narrow isles and other restricted places where the truck will be operated;  
 
6. Hazardous locations where the truck will be operated; ramps and other sloped 
surfaces that could affect the vehicle’s stability;  
 
7. Closed environments and other areas where insufficient ventilation or poor vehicle 
maintenance could cause a buildup of carbon monoxide or diesel exhaust; and 
 
8. Other unique or potentially hazardous environment conditions that could affect 
safe operation. 

 
(e) Sufficient evaluation and refresher training must be conducted to enable the employee to 
retain and use the knowledge and skills needed to operate the forklift safely. 
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7.  Refresher training.  
 
 (a) Refresher training at each workplace must be conducted by a person who has enough 
knowledge, training, and experience to train and evaluate operators.  Operators must be evaluated  
 
for competency to ensure that the operator has the necessary refresher training and that the training 
is effective. 
 
 (b) An evaluation of each operator’s performance must be conducted at least every 3 years.  
Refresher training is also required if;  
 

1. The operator is involved in an accident or near miss accident; the operator has 
been observed operating the forklift in an unsafe manner;  
 
2. The operator has been determined in an evaluation to need additional training;  
 
3. There are changes in the workplace that could affect safe operation of the truck; or  
 
4. The operator is assigned to a different type of truck. 

 
8.  Certification.  Supervisors must certify in writing that the initial formal training, practical 
evaluations and refresher training have been done.  Copies of the pre-start inspection (Appendix A), 
operator performance evaluation (Appendix B), and written tests will be forwarded to the Safety 
Office. 
 
9.  Employee responsibilities: 
 
 (1) Employees shall practice the principles of defensive driving while operating a forklift. 
 

(2) Employees shall immediately report any forklift accident, no matter how minor, to their 
supervisor or other appropriate official. 

 
 (3) Employees shall wear seatbelts while operating a forklift. 
 
 (4) Employees shall wear hard hats and steel-toed boots while operating a forklift. 
 

(5) Employees shall wear appropriate PPE, (e.g., safety glasses, gloves) when conditions 
dictate. 

 
(6) All forklifts must be provided with functional back-up alarms.  Back-up alarms shall be 
audible and sufficiently distinct to be heard under prevailing conditions. 

 
 (7) Alarms shall operate automatically upon commencement of backward motion. 
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10.  Supervisor responsibilities: 
 

(1) Supervisors shall insure that employees have received formal classroom training and 
pass a written and hands-on practical examination before they are allowed to operate a 
forklift.   

 
 (2) Refresher training must be completed every 3 years. 
 
(3) In case of an accident, supervisors must ascertain that seat belts were worn. 

 
11.  Forklifts – General 
 

(a) Before any forklift is placed in use, a pre-start inspection shall be completed and the                 
forklift certified to be in safe operating condition.  Forklifts shall be inspected to assure that 
the following parts, equipment, and accessories are in safe operating condition: 

 
  (1) Tires;   
 

(2) Brakes; accelerator; 
 
(3) ID plate; (specification plate); 
 
(4) Cylinders and hydraulic lines; 
 
(5) Chains; 
 
(6) Engine, proper oil level, transmission fluid, radiator fluid,  no visible leaks; 
 
(7) Horns, lights, and back-up alarms; 
 
(8) Energy system, batteries; 
 
(9) Forks, carriage, mast and backrest; 
 
(10) Gauges, indicators, and moving parts; 
 
(11) Mast and tilt cylinders; 
 
(12) Parking brakes; 
 
(13) Steering; 

 
  (b) Records of the inspection shall be maintained at the project office. 
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(c) Whenever equipment is found to be unsafe, the equipment shall be removed from                                     
service until it is repaired. 

 
 
    
 
                                                                                 BOB W. VANDEGRIFF 
                                                                                 Chief, Safety and Occupational 
                                                                                     Health Office 
 
Atchs 
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